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Garage Door Wind Load Guide for the 
2009 and 2012 International Residential Code (IRC) 

 
 

DASMA (the Door & Access Systems Manufacturers Association) has created this Garage Door Wind Load 
Guide based on the requirements of the 2009 and 2012 Editions of the International Residential Code 
(IRC). The wind load provisions for garage doors are identical in these two editions of the standard. This 
Guide is intended to be used by code officials, engineers, architects, builders, building owners, insurance 
companies and other interested parties. 

 
Determination of design wind pressure for garage doors in these two editions of the IRC is based on basic 
wind speed for the geographical location1, the building’s exposure category2 and mean roof height3, door 
location on the building4, topographic effects5, and the door area6. This Guide covers the most common 
scenarios, and shows results for basic wind speeds from 85 to 150 mph. 

 
DASMA members believe this Wind Load Guide will improve understanding of the issues related to garage 
doors and wind loads. DASMA continues to monitor developments regarding wind load requirements in 
building codes and standards, and continues to develop solutions to problems which affect the vehicle access 
door industry. Please contact DASMA with any questions or suggestions. 
 

 
 

 
 
 
 

 
1 IRC (2012) Figure R301.2(4)A Basic Wind Speed map 
2 IRC (2012) Section R301.2.1.4 and Table R301.2(3), Exposure Categories 
3 IRC (2012) Table R301.2(3), Mean Roof Height 
4 IRC (2012) Table R301.2(2), Zones 4 & 5 
5 IRC (2012) Section R301.2.1.5 Topography effects 
6 IRC (2012) Table R301.2(2). Effective wind area is taken as door area (width x height).  
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IMPORTANT: This Guide is provided for reference purposes only. 
In all cases the local authority having jurisdiction (AHJ) is the sole and 
final determiner of design wind pressure requirements. 
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GARAGE DOOR WIND LOAD GUIDE 
2009 AND 2012 INTERNATIONAL RESIDENTIAL CODE (IRC) 

(FOR EXPOSURE B) 
 

Mean  
Roof Height 

Door 
 Size  

 
85 MPH 

 
90 MPH 

 
100 MPH 

 
110 MPH 

 
120 MPH 

 
130 MPH 

 
140 MPH 

 
150 MPH 

Up to 
30 Feet 

Single  11.5 12.8  15.9  19.2  22.9  26.9  31.2 35.7 
9’ x 7’  -13.1 -14.8 -18.2 -22.0 -26.3 -30.8 -35.8 -41.0 
Double  11.1  12.4  15.3  18.5  22.0  25.9  30.0 34.4 
16’ x 7’  -12.4 -13.8 -17.0 -20.7 -24.5 -28.8 -33.5 -38.3 

Design pressures above are in pounds per square foot (psf) 
 

 
IMPORTANT: This Guide is provided for reference purposes only. In all cases the local authority having jurisdiction 
is the sole and final determiner of design wind pressure requirements. 

 

NOTES: 
1. Negative pressures assume door width overlaps building’s end zone by 2 ft. 
2. Interpolation of loads between wind speeds, mean roof heights, and door areas is permitted. For doors larger 

(width x height) than 112 ft2, use the 16’ x 7’ loads. 
3. Determine design wind pressure in accordance with IRC (2012) Section R301.2.1.5 if the topographic conditions 

defined in that Section apply. 
4. This Guide applies only to the building types and conditions within the scope (Chapter 1) of the 2012 IRC. 
5. The values in the chart above are based on Exposure B (see the 2012 IRC Section R301.2.1.4). For homes with 

mean roof height up to 15 ft, multiply the values in the chart above by 1.21 for Exposure C and by 1.47 for 
Exposure D. For homes with mean roof height over 15 ft up to 30 ft, multiply the values in the chart above by 
1.35 for Exposure C and by 1.61 for Exposure D. 

6. In the following cases, design wind pressure should be determined in accordance with the 2012 IRC, and the 
values in the above chart should not be used: (1) Where the door width overlaps the building’s end zone more 
than 2 ft; (3) Where the door area (width x height) is less than 63 ft2; (4) Where the mean roof height is over 30 ft. 


